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NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS, ELEVATION
HEIGHTS ARE IN METERS. OPENING DIMENSIONS
SHOWN ARE CLEAR OPENINGS.

2. ALL BRACING LOCATIONS SHALL AVOID
MANDOORS, EQUIPMENT DOORS AND SERVICES
OPENINGS SHOWN ON THE DRAWINGS AND SHALL
BE APPROVED BY THE OWNER'S REPRESENTATIVE.

3. THE PRE-ENGINEERED BUILDING CONTRACTOR
SHALL PROVIDE ADDITIONAL ROOF MEMBERS AS
REQUIRED TO SUPPORT AND ALLOW ATTACHMENT
OF HIGH BAY LIGHTING FIXTURES. THE HIGH BAY
LIGHTING FIXTURES WEIGH 50 kg MAXIMUM.

4. DOORS 900 W X 2100 H SHALL BE METAL,

INSULATED AND SUITABLE FOR INDUSTRIAL
APPLICATIONS C/W FRAMES, JAMBS AND
HARDWARE.

5. EQUIPMENT DOORS SHALL BE ELECTRICALLY
OPERATED, STEEL VERTICAL LIFT AND SUITABLE FOR
INDUSTRIAL APPLICATIONS C/W FRAMES, JAMBS AND
HARDWARE.

(D =WINDOW

FINISHES
Roof - Vertically laid corrugated Non-Insulated panels
Colour - Green

Walls - Vertically laid corrugated Non-Insulated panels
Colour - Green

RWP - 150mm dia upvc downpipes. - Colour Green
Roller Doors - PPC roller shutter doors - Colour Green

Pedestrian Doors - Metal security doors - Colour Green

A Finishes notes amended JC 12.10.2020
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