
AutoCAD SHX Text
SITE LAYOUT

AutoCAD SHX Text
NANO FILTER

AutoCAD SHX Text
(BY OTHERS)

AutoCAD SHX Text
SIZE NOT KNOWN

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
INLET

AutoCAD SHX Text
ST 4

AutoCAD SHX Text
 600

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
COLLECTOR

AutoCAD SHX Text
22500 LITRE

AutoCAD SHX Text
PRIMARY SETTLEMENT TANK

AutoCAD SHX Text
 600

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
SPLITTER

AutoCAD SHX Text
 600 SAMPLE

AutoCAD SHX Text
CHAMBER

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
PROVISIONAL ONLY

AutoCAD SHX Text
NOT FOR MANUFACTURE

AutoCAD SHX Text
 900 SLUDGE

AutoCAD SHX Text
CHAMBER

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
3M DIA DN5 BANK RBC

AutoCAD SHX Text
UNIT 1

AutoCAD SHX Text
INLET

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
3M DIA DN5 BANK RBC

AutoCAD SHX Text
UNIT 2

AutoCAD SHX Text
ALL DIMENSIONS ARE IN MILLIMETRES - DO NOT SCALE

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
NOTE: SEWAGE TREATMENT

AutoCAD SHX Text
TO BE UNDERGROUND

AutoCAD SHX Text
CONCRETE SURROUND

AutoCAD SHX Text
%%USECTION ON W/WAY C.L.

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
DESCUM

AutoCAD SHX Text
DESLUDGE

AutoCAD SHX Text
(OPTIONAL)

AutoCAD SHX Text
(OPTIONAL)

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
4.

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
INSTALLATION NOTES ON THIS DRAWING ARE FOR GUIDANCE ONLY AND KEE PROCESS LTD ACCEPT 

AutoCAD SHX Text
FOR CONCRETE SPECIFICATION SEE KEE PROCESS LTD DATA SHEET No SK296.

AutoCAD SHX Text
WATER LEVEL IN SETTLEMENT TANK MUST BE LOWER THAN PRECEDING UNIT BY A MINIMUM OF 50mm

AutoCAD SHX Text
TANKS MUST BE INSTALLED IN A TRUE AND VERTICAL POSITION WITHIN %%P10mm IN DIAMETRICALLY

AutoCAD SHX Text
INLET & OUTLET PIPEWORK IS 160%%C PVCu UNDERGROUND DRAINAGE TO BS 4660.

AutoCAD SHX Text
IN GREEN TO BS 4800 1972 TINT 12-B-25.

AutoCAD SHX Text
NO RESPONSIBILITY FOR CIVIL DESIGN UNLESS DIRECTLY CONSULTED FOR INDIVIDUAL PROJECTS.

AutoCAD SHX Text
DESLUDGE & DESCUM PIPEWORK IS 110%%C PVCu UNDERGROUND DRAINAGE TO BS 4660.

AutoCAD SHX Text
ALTERNATIVE MATERIALS ARE AVAILABLE EXTRA TO ORDER.

AutoCAD SHX Text
HANDRAIL

AutoCAD SHX Text
FOR PIPEWORK ORIENTATION SEE PLAN VIEW

AutoCAD SHX Text
DIFFUSION DRUM

AutoCAD SHX Text
TO SUIT SITE CONDITIONS

AutoCAD SHX Text
SEE NOTE 5

AutoCAD SHX Text
SCUM TROUGH

AutoCAD SHX Text
THE G.R.P. TANK TO BE SURROUNDED IN CONCRETE EXTERNALLY TO AVOID FLOATATION.

AutoCAD SHX Text
%%UINSTALLATION NOTE.

AutoCAD SHX Text
%%uHEALTH AND SAFTEY AT WORK ACT 1974.

AutoCAD SHX Text
TO MEET THE REQUIREMENTS OF THE H&S AWA SAFE ACCESS TO TANK MUST BE PROVIDED.

AutoCAD SHX Text
OPPOSITE POSITIONS.

AutoCAD SHX Text
 2800 INSIDE

AutoCAD SHX Text
700

AutoCAD SHX Text
500

AutoCAD SHX Text
850

AutoCAD SHX Text
SETTLEMENT TANKS ARE MANUFACTURED IN GLASS REINFORCED PLASTIC (GRP) AND FINISHED

AutoCAD SHX Text
2505 U'SIDE OF STANDU'SIDE OF STAND

AutoCAD SHX Text
1250 (HUMUS) (HUMUS) 1700 (PRIMARY) (PRIMARY)

AutoCAD SHX Text
PIPEWORK ORIENTATION TO SUIT

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
DESLUDGE

AutoCAD SHX Text
WALKWAY

AutoCAD SHX Text
INLET

AutoCAD SHX Text
DESCUM

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
TWL

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
INLET

AutoCAD SHX Text
ARE SUPPLIED BY KEE PROCESS LTD.

AutoCAD SHX Text
UNLESS DIRECTLY CONSULTED FOR INDIVIDUAL PROJECTS.

AutoCAD SHX Text
MAINTAINED AROUND CASING DURING EXCAVATION.

AutoCAD SHX Text
TO BE CONSTRUCTED BY CUSTOMER. MESH COVERS & SUPPORT BRACKETS

AutoCAD SHX Text
 KEE PROCESS LTD ACCEPT NO RESPONSIBILITY FOR CIVIL DESIGN

AutoCAD SHX Text
INSTALLATION NOTES ON THIS DRAWING ARE FOR GUIDANCE ONLY AND

AutoCAD SHX Text
FOR LEVELLING PURPOSES 500mm CLEAR AND LEVEL SPACE MUST BE

AutoCAD SHX Text
UNIT FOR ACCESS AND REMOVAL OF COVERS (PAVED OR GRAVEL).

AutoCAD SHX Text
AT LEAST 1M CLEAR AND LEVEL SPACE MUST BE MAINTAINED AROUND

AutoCAD SHX Text
FOR OPERATING AND MAINTENANCE INSTRUCTIONS SEE MANUFACTURERS

AutoCAD SHX Text
INLET AND OUTLET PIPEWORK IS (%%C160mm) 6" PVCu UNDERGROUND

AutoCAD SHX Text
BASE TOLERANCE ON BEARING CAPS MAX 1/1500 GRADIENT.

AutoCAD SHX Text
ROTOR MODULE MUST BE INSTALLED ON A SUITABLE LEVEL CONCRETE 

AutoCAD SHX Text
 CONCRETE BASE DESIGN TO BE DETERMINED BY CUSTOMER

AutoCAD SHX Text
ELECTRICAL SUPPLY:- 415 VOLTS, 3 PHASE, 50 HZ.

AutoCAD SHX Text
PLASTIC (GRP) AND FINISHED IN OLIVE GREEN TO BS4800 1972

AutoCAD SHX Text
ROTOR MODULE AND COVERS ARE MANUFACTURED IN GLASS REINFORCED

AutoCAD SHX Text
ACCESS PITS TO ALLOW REMOVAL OF BEARINGS & GEARBOX. THESE ARE

AutoCAD SHX Text
FOR CONCRETE SPECIFICATION SEE DATA SHEET No SK296.

AutoCAD SHX Text
10.

AutoCAD SHX Text
9.

AutoCAD SHX Text
8.

AutoCAD SHX Text
7.

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
2.

AutoCAD SHX Text
%%uNOTES:-

AutoCAD SHX Text
1.

AutoCAD SHX Text
LOW LEVEL

AutoCAD SHX Text
INLET SOCKET

AutoCAD SHX Text
DIRECTION OF MEDIA

AutoCAD SHX Text
ROTATION

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
150

AutoCAD SHX Text
MIN

AutoCAD SHX Text
PART SECTION ON  

AutoCAD SHX Text
PLAN WITH COVERS REMOVED

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
3 No. INSPECTION HATCHES THIS SIDE

AutoCAD SHX Text
SHOWN FOR

AutoCAD SHX Text
OUTLET SOCKET

AutoCAD SHX Text
L.W.L. 

AutoCAD SHX Text
T.W.L.

AutoCAD SHX Text
TINT 12-B-25.

AutoCAD SHX Text
DRAINAGE.

AutoCAD SHX Text
HANDBOOK.

AutoCAD SHX Text
VIEW ON DRIVE END

AutoCAD SHX Text
9810 LG x 3000 WIDE

AutoCAD SHX Text
CONCRETE BASE SLAB

AutoCAD SHX Text
WITH LOCKABLE INSPECTION

AutoCAD SHX Text
HATCHES, (3 PER UNIT).

AutoCAD SHX Text
REMOVABLE GRP COVERS

AutoCAD SHX Text
MAX

AutoCAD SHX Text
W.L.

AutoCAD SHX Text
9250 OVERALL TANK LENGTH

AutoCAD SHX Text
600

AutoCAD SHX Text
500

AutoCAD SHX Text
1500

AutoCAD SHX Text
3350 REF

AutoCAD SHX Text
1025

AutoCAD SHX Text
SUMP

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
OVER PIT

AutoCAD SHX Text
MESH COVER

AutoCAD SHX Text
TOWARDS DRAIN

AutoCAD SHX Text
BENCH FLOORING

AutoCAD SHX Text
DRIVE MOTOR

AutoCAD SHX Text
AND GEARBOX

AutoCAD SHX Text
ROTATING MEDIA

AutoCAD SHX Text
COVER ASSEMBLY

AutoCAD SHX Text
1025

AutoCAD SHX Text
75

AutoCAD SHX Text
225mm CONCRETE

AutoCAD SHX Text
SURROUND

AutoCAD SHX Text
DRAIN TO SUITABLE

AutoCAD SHX Text
POINT IN SYSTEM

AutoCAD SHX Text
OR SOAKAWAY

AutoCAD SHX Text
MESH COVER

AutoCAD SHX Text
OVER PIT

AutoCAD SHX Text
CABLE DUCT

AutoCAD SHX Text
BENCH FLOORING

AutoCAD SHX Text
TOWARDS DRAIN

AutoCAD SHX Text
9270 BEARING CENTRES

AutoCAD SHX Text
CLARITY

AutoCAD SHX Text
2315

AutoCAD SHX Text
SOCKET

AutoCAD SHX Text
1975

AutoCAD SHX Text
475

AutoCAD SHX Text
900

AutoCAD SHX Text
1035

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
1064.9995

AutoCAD SHX Text
1064.9995

AutoCAD SHX Text
AUTO GREASE LUBRICATION (ONE PER BEARING)

AutoCAD SHX Text
3 No. INSPECTION HATCHES AT REAR OF COVERS

AutoCAD SHX Text
OUTLET

AutoCAD SHX Text
SITE CONDITIONS

AutoCAD SHX Text
BACKFILL TO SUIT

AutoCAD SHX Text
600 DIA LOCKABLE PEDESTRIAN MANHOLE

AutoCAD SHX Text
COVERS & FRAMES. IF SLAB IS REQUIRED IT

AutoCAD SHX Text
MUST NOT BEAR DIRECTLY ONTO TANK.

AutoCAD SHX Text
BAFFLE

AutoCAD SHX Text
1/3 VOLUME

AutoCAD SHX Text
2/3 VOLUME

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
%%UPART SECTIONAL ELEVATION

AutoCAD SHX Text
%%UVIEW ON OUTLET END

AutoCAD SHX Text
TYP

AutoCAD SHX Text
(SLUDGE RETURN)

AutoCAD SHX Text
 2" ABS

AutoCAD SHX Text
PUMPED INLET

AutoCAD SHX Text
CONCRETE BASE SLAB

AutoCAD SHX Text
TO SUIT SITE CONDITIONS

AutoCAD SHX Text
SLUDGE

AutoCAD SHX Text
RETURN

AutoCAD SHX Text
`C'

AutoCAD SHX Text
`B'

AutoCAD SHX Text
 600

AutoCAD SHX Text
`A' O/A TANK LENGTH

AutoCAD SHX Text
`D'

AutoCAD SHX Text
`E'

AutoCAD SHX Text
 2620 TANK BODY

AutoCAD SHX Text
%%C2820 O/A (RIBS)

AutoCAD SHX Text
225 MIN CONCRETE

AutoCAD SHX Text
SURROUND AROUND

AutoCAD SHX Text
TANK BODY

AutoCAD SHX Text
`F'

AutoCAD SHX Text
L.W.L.

AutoCAD SHX Text
T.W.L.

AutoCAD SHX Text
G.L.

AutoCAD SHX Text
600

AutoCAD SHX Text
600

AutoCAD SHX Text
3190

AutoCAD SHX Text
NOTES:-

AutoCAD SHX Text
1.

AutoCAD SHX Text
STANDARD INLET & OUTLET PIPES ARE %%C160 (6") PVCu

AutoCAD SHX Text
UNDERGROUND DRAINAGE TO BS4660. FOR OTHER PIPE SIZES

AutoCAD SHX Text
AND OPTIONS PLEASE CONSULT KEE PROCESS Ltd.

AutoCAD SHX Text
2. IT IS ESSENTIAL THAT THIS DRAWING IS READ IN

AutoCAD SHX Text
CONJUNCTION WITH DATA SHEET PD0109 (SUPPLIED WITH

AutoCAD SHX Text
UNIT) GIVING INSTALLATION DETAILS. THIS DRAWING SHOULD

AutoCAD SHX Text
BE USED FOR DIMENSIONAL INFORMATION ONLY.

AutoCAD SHX Text
SOCKET

AutoCAD SHX Text
INLET

AutoCAD SHX Text
SOCKET

AutoCAD SHX Text
NOTE (NECKS)

AutoCAD SHX Text
18000 - 27000 LITRE UNITS ARE FITTED WITH

AutoCAD SHX Text
2 No NECKS AS STANDARD.

AutoCAD SHX Text
36000 - 54000 LITRE UNITS ARE FITTED WITH

AutoCAD SHX Text
3 No NECKS AS STANDARD.

AutoCAD SHX Text
60000 - 80000 LITRE UNITS ARE FITTED WITH

AutoCAD SHX Text
4 No NECKS AS STANDARD.

AutoCAD SHX Text
NOTE (VOLUME)

AutoCAD SHX Text
IF TOTAL SETTLEMENT VOLUME EXCEEDS 80000

AutoCAD SHX Text
LITRES THIS CAN BE ACHIEVED USING A

AutoCAD SHX Text
COMBINATION OF SINGLE STAGE TANKS.

AutoCAD SHX Text
INITIALS

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
CHECKED BY

AutoCAD SHX Text
JOB NUMBER

AutoCAD SHX Text
DRAWING TITLE

AutoCAD SHX Text
JOB TITLE

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DRAWN BY

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
PLANNING

AutoCAD SHX Text
CURRAGHINALT PROJECT

AutoCAD SHX Text
COUNTY TYRONE, NORTHERN IRELAND

AutoCAD SHX Text
FOR DALRADIAN GOLD LIMITED

AutoCAD SHX Text
SEWAGE TREATMENT PLANT 

AutoCAD SHX Text
PROPOSED PLANS

AutoCAD SHX Text
As Shown

AutoCAD SHX Text
BA

AutoCAD SHX Text
DE

AutoCAD SHX Text
JULY-19

AutoCAD SHX Text
C3515

AutoCAD SHX Text
S36

AutoCAD SHX Text
-


