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ARBORICULTURAL IMPACT STATEMENT 

 
 

On trees growing in the grounds of  
 

Flood Alleviation Knox Peebles Stream, Newry 
 

For 
 

RSK 
 

Terms of reference 
 

This statement was commissioned to identify the likely, foreseeable impacts 
of the proposed re-development of the above site on existing trees. 

 
 

Proposed site plan referred to in this impact statement 
 

Newry Flood Alleviation Scheme Stage 1. Site D1 – Knox Peebles Stream 
Site Extents and General Arrangements 

 
Produced by 

 
AMEY Consulting 

 
Details available 

 
Site Plan indicating position and Tree Protection Zones of existing trees, as 
well as the footprints of the existing and proposed buildings. No details on 
underground services, proposed level changes, elevations or the positions 

of proposed windows were available.  
 

Statement produced on 
 

10th May 2022 
 
 

 
Impact Statement carried out and report compiled by 

 
 

 
Telephone , Fax , Mobile , 

Email . 
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ARBORICULTURAL IMPACT STATEMENT FOR THE PROPOSED RE-
DEVELOPMENT OF LANDS AT KNOX PEEBLES STREAM, NEWRY 

JUNE 2011 
 

Knox Peebles Stream is a minor, canalised waterway that separates the Greenbank 

Industrial Estate from the A2 Warrenpoint Road. It has a wooded eastern bank and 

still retains a few scattered mature trees on its western bank. Most of these mature 

trees are now about one hundred and sixty years old and seem to form part of the 

landscaping of an old railway line that once occupied these lands. It is understood that, 

as part of the preparations for coastal flooding, a flood alleviation barrier is being 

constructed along the western bank of this stream. It is further understood that these 

works will include the construction of a stone retaining wall along the existing stream 

bank and a mix of driven sheet piles and an earthen bank, constructed close to the 

kerb on Ballinacraig Way. 

 

Trees 3, 4, 8, 13, 18 21, 24, 25 & 27 should be removed to ensure site safety, 

regardless of any proposed construction works. Given the extent of the works being 

considered, none of the remaining trees growing on the eastern bank of the stream 

can be retained. If, upon consideration, it is deemed appropriate to replace these trees 

and to maintain a link to the earlier landscaping of these lands, a single row of extra 

heavy oak trees may be planted about 2.0m from the crest of the earthen bund. To 

match the traditional pattern of such lines of trees in rural Ireland, these should be 

planted 10m (half a Chain or 11 yards) apart, in a neat, straight line. 
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HEALTH AND SAFETY 
Working with trees is a hazardous occupation. It is important that competent tree surgery 
contractors are employed to carry out tree works. These contractors should carry all relevant 
insurance cover and should comply with the recommendations outlined below.  
 
Notwithstanding the following recommendations, all tree surgeons and accompanying staff 
should comply with all the requirements contained in the Health and Safety at Work (NI) Order 
1978 and all subsequent legislation made thereunder. 
 
Staff qualifications, experience and training 
Only skilled operatives should be employed for tree work identified as appropriate in the 
attached tree condition report sheets. These skilled operatives should have a proven expertise 
and experience in the areas of work specified and should hold all relevant certificates of 
competence.  

 
Operatives using chain saws to fell trees must have National Proficiency Test Council certificate 
of competence Units CS 30, 31*, 32*, 33* (* whichever is appropriate for the size of tree 
being felled) if they are working from the ground and, in addition, Units CS 38, 39, 40 & 41 if 
they are climbing. 

 
All operatives undertaking work near underground or over-head electric cables must have 
attended a Northern Ireland Electricity Safety Awareness course. They must comply with the 
guidelines laid down in AFAG Safety Guide 804: Electricity at work; Forestry and Arboriculture. 
Where there is a risk of a climber, equipment or parts of a tree touching or coming close to 
overhead cables, the advice of Northern Ireland Electricity must be sought, and adhered to, 
before work commences. 

 
Work wear 
All operatives should wear the appropriate safety clothing for the task being performed as 
specified in the relevant safety codes. Where operatives are employed on tree work near public 
roads, or when the available lighting is poor, they should wear high visibility 'florescent' jackets 
or waistcoats 
 
Tools and Equipment 
Tree surgeons should use such tools and equipment deemed suitable to complete the specified 
task. All bladed tools should be sharp and in a serviceable condition. All plant and machinery 
operated by the tree surgeon should be tested and certified to comply with all current 
legislation. All vehicles should be taxed and roadworthy. Machinery and vehicles should carry 
operational fire extinguishing equipment to the standards required by insurers. 
 
All machinery should be used in accordance with the manufacturers' instructions. These 
machines should carry warning notices as specified by the relevant AFAG safety guide. 
 
Climbing equipment for tree work is subject to the Provision and Use of Work equipment 
regulations (NI) 1998 (PUWER), the Lifting Operations and Lifting Equipment Regulations (NI) 
1998 (LOLER) and is also subject to the Personal Protective Equipment at Work regulations 
(NI) 1992 (PPE Regs). Operatives using climbing equipment should be familiar with, and 
comply with, these and all other relevant regulations. 
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First aid 
All chain saw operatives should have a current First Aid Certificate. No chain saw operative 
should be left working on site without an additional first aider present. These operatives should 
be familiar with AFAG Safety Guide 802: Emergency Planning and First Aid. 

 
All operatives should have immediate access to a first aid kit conforming to SI 1981 No 917 
and FSC 34, and, in addition, carry a personal first aid kit which includes a large sterile wound 
dressing. 

 
Site organisation 
Tree surgeons should ensure that a team of at least three people carry out all tree climbing, 
pruning and tree felling operations. When undertaking tree climbing work, one of the grounds 
staff must be competent to perform aerial rescue and be conversant with AFAG Safety Guide 
401: Aerial Tree Rescue. In addition, one of the ground staff must be made responsible for 
ensuring that there is no trespass into the working zone when tree pruning, or felling 
operations are taking place. Adequate staff should be available during tree work operations to 
ensure that no un-authorised persons or livestock enter the working area. 

 
Tree surgeons should provide and constantly maintain all necessary warning and direction 
notices, cones and barriers when carrying out tree works that are adjacent to a road or 
footpath used by the public. These should conform to the recommendations and directions 
given in; 
 Chapter 8 of the Traffic Signs Manual 1993, published by DRD 
 Section 174 of the NI orders of the Highways Act 
 Section 65 & 142 of the New Roads and Street Works Act 
 Safety at Street Works and Road Works code of practice 1993 

 Any other relevant legislation 
 

Where tree works are to be carried out over or adjacent to, public roads, the contractor should 
arrange the work to avoid traffic congestion and public inconvenience. They should make 
arrangements with the Police Service of Northern Ireland and the Department for Regional 
Development Roads Service as may be found necessary. 

 
Where tree works are to be carried out over, or adjacent to, railway lines, the contractor 
shall liaise with Translink, informing them of the tree works to be carried out and 
complying with any requests made by Translink or its agents in relation to timing of 
operations, safety, staffing levels and competence or any other reasonable request. 
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KEY TO SURVEY SHEETS 

TITLE DESCRIPTION 

Tag No The identification number of the tree, as indicated on site by a metal 

identification tag attached to the tree and defined with the prefixes; 'T' 

(tree), 'G' (group of trees) ‘S’ (shrubs), ‘H’ (hedge) and 'W' (area of 

wood) 

Species The common English name of the tree, as used by Alan Mitchell in ‘A 

field Guide to the trees of Britain and Northern Europe’ (Collins, 

London, 1974) 

Height The height of the tree, given in metres 

Stem Diameter The diameter of the tree trunk, measured at approximately 1.3 metres 

above ground level and given in centimetres 

Crown spread The radial crown spread of the tree for each of the four cardinal points, 

given in metres 

Crown clearance The height above ground to the first significance foliage, given in 

metres 

Age The life-cycle age of the tree, described as Y = young (vigorous growth, 

non-flowering), YM = young-mature (vigorous growth, some 

flowering, maturing crown), AM = almost mature (vigorous growth; 

mature crown), M = mature (slowing growth, full crown, flowering) 

and OM = over-mature (Little growth, heavy flowering, thinning crown 

or dieback) 

Crown form  A general description of the tree as seen on site, including 

distinguishing features  

Condition The condition of the tree, as assessed by a visual inspection on site and 

described as Good (near perfect form and condition), Fair (normal 

form, sometimes requiring remedial works), Poor (significant 

weakness or rot, requiring substantial remedial works or felling) Dying 

(a tree within a year or two of death) and Dead (dead standing tree or 

stump) 

Defect The presence of weakness, rot or infection within the tree. This 

supports the recommendations given for appropriate tree works 

Obstacle The presence of a manmade structure that is, in some way, being 

affected or obstructed by the tree 

Action An outline tree management plan identifying the level and type of tree 

works that would be appropriate to ensure that the site remains safe 

and that the tree develops in a safe and satisfactory manner 

ULE The remaining useful life expectancy on the tree, based on age, 

condition and the likely presence of significant diseases 

Priority  An assessment of the priority of recommended tree works, based on 

the likelihood of tree failure and described as urgent (immediate action 

is required, often entailing control of access until work is completed), 

High (work to be completed within the existing budget year; and 

before expected autumn or winter storms), Medium (work to be 

included in the next budget year) and routine (non-urgent tree work) 

Target The use made of the land on which the tree would fall, if it suffered a 

root plate failure, given as High (Road or Building) Medium (path or 

lawn) and Low unmanaged or farm land) 
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ARBORICULTURAL TERMS 
The following interpretation of the terms used in the attached tree survey report sheets should be 
adopted when fulfilling their recommendations.  

 

Crown clean 
The removal of broken, diseased, dying or dead branches or snags that are either over 50 mm in 

diameter or are more than 200 mm in length. 
 

Remove ivy 
The cutting of ivy stems at their point of entry into the soil, taking care not to damage the tree. All 
branches, stalks and creepers of both alive and dead ivy should be removed from the crown of the tree. 

 

Trim or remove branch stumps 
The cutting of all branch stumps or snags back to just outside the branch collar and branch bark ridge. 

 

Remove swing / tree hut / sign etc. 
The removal of structures within the crown or attached to the tree, including nails or other fastenings. 

 

Trim / tidy / remove epicormics 
The removal of all soft growth or epicormics growing from the trunk of the tree, up to a height of 2.4 
m. 

 

Crown lift to above eye level / over footpath. 
The removal of all soft growth, including epicormics and all lateral branches, up to a height of 2.4 m 

above ground level. When lifting the crown, upright laterals may be retained. 
 

Crown lift over carriage / driveway etc 
The removal of all lateral branches and soft growth that are overhanging, or within 1.0 m of, a road or 
lane, up to a height of 5.1 m. 

 

Trim back from building 
The removal of all lateral branches and soft growth growing within 2.0 m from the wall and from within 

at least 3.0 m from a window and above the roof of a building. 
 

Clear overhead cables 
The removal of all branch growth from within, or likely to come within, 1.0 m from overhead telephone 
cables.   

 
Where overhead electric cables are encountered, the tree surgeon must liaise with engineers from 

Northern Ireland Electricity and must conform to their recommendations and advice. All staff 

undertaking work near underground or overhead electric cables should have attended a Northern 
Ireland Electricity Safety Awareness course and must comply with the guidelines laid down in AFAG 

Safety Guide 804: Electricity at work; Forestry and Arboriculture. 
 

 

Reduce / remove competing leaders 
The trimming back or removal of all but one dominant, upright stem in a way that creates an apical 

crown angle of less than 900. Competing stems should be trimmed well back to a side branch showing 
strong horizontal growth patterns or should be removed to just above the branch collar and branch bark 

ridge. 
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Reduce end weight 
The reduction of the crown of a tree by trimming back the branch tips by the described amount. Branch 
tips should be trimmed back to a suitable lateral twig or branch (in strict accordance with the 

recommendations contained in BS3998:2010, Tree Work, in a way that maintains the general crown 
characteristics of the tree and its species. In all cases, no branch, limb or trunk greater than 

100mm diameter shall be cut in the process of reducing end weight. 

 
Re-form Crown 
The carrying out of such trimming and branch removal as is necessary to create (or recreate) a tree 

crown architecture capable of supporting additional tree growth and that complies with the normal 
crown form for that species. In all cases, no branch, limb or trunk greater than 100mm 

diameter shall be cut in the process of reducing end weight. 
 

 

Topping, Re-Pollarding, Re-Coppicing 
The removal of all growth back to the required height. In most circumstances, it will not be possible to 

trim back to a suitable lateral branch and, because of this; cuts should be cleanly executed and should 
produce a sloping surface that will not collect water. 

 
Prune as per Belfast Street Tree 
The complete pruning of a tree, which is a combination of crown reduction, crown lifting and crown 

thinning in a way that preserves the characteristics of the tree and its species. All growth removed 

during pruning must be taken back to an appropriately sized lateral branch, twin or bud to leave an 
acceptable crown form. In all cases, no branch, limb or trunk greater than 100mm diameter 

shall be cut in the process of reducing end weight. 
 

Retrenchment Pruning 

The phased reduction of the crown of veteran and old pollarded trees, removing or reducing end weight 
in the upper crown and spreading branches to emulate the natural decline of tree crowns with age. In 

most circumstances, it will not be possible to trim back to a suitable lateral branch and, because of this; 
cuts should be cleanly executed and should produce a sloping surface that will not collect water. 

 
Fell 
The complete felling of a tree in a safe manner, leaving a smoothly surfaced stump that is cut as close 

to ground level as is possible 
 

Any other terms used  
If he is any doubt, the tree surgeon should contact  

 for clarification of these or any other terms used in the attached tree survey report sheets.  

 






